
1/2 O.D. 

1/2 O.D. 

SURFACE RESTORATION

SPECIFICATIONS FOR 

SEE PLANS AND 

WHERE SOIL CONDITIONS WARRANT

PAYMENT 

REMOVAL AND REPLACEMENT FOR 

WIDTH OF PERMANENT PAVEMENT 

1' 1'

FINAL BACKFILL

FOUNDATION 

OR BRACING

INSIDE WALL OF TRENCH 

EXISTING SURFACE

SPECIFIED TRENCH WIDTH

TOP OF 

SUBGRADE

VARIES

MEASURED TO TOP OF GROUND

GREEN AREAS 

MEASURED TO TOP OF SUBGRADE

TRAFFICKED AREAS

18" FOR PIPE GREATER THAN 48"

12" FOR PIPE UP TO 48"

MINIMUM COVER

PIPE

RIGID
FLEXIBLE

PIPE
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1/2 O.D. 

SURFACE RESTORATION

SPECIFICATIONS FOR 

SEE PLANS AND 

WHERE SOIL CONDITIONS WARRANT

PAYMENT 

REMOVAL AND REPLACEMENT FOR 

WIDTH OF PERMANENT PAVEMENT 

1' 1'

FINAL BACKFILL

FOUNDATION 

OR BRACING

INSIDE WALL OF TRENCH 

EXISTING SURFACE

SPECIFIED TRENCH WIDTH

TOP OF 

SUBGRADE

VARIES

MEASURED TO TOP OF GROUND

GREEN AREAS 

MEASURED TO TOP OF SUBGRADE

TRAFFICKED AREAS

18" FOR PIPE GREATER THAN 48"

12" FOR PIPE UP TO 48"

MINIMUM COVER

NOT TO SCALE

RIGID PIPE INSTALLATION DETAIL FLEXIBLE PIPE INSTALLATION DETAIL

RIGID AND FLEXIBLE PIPE INSTALLATION DETAIL

 PIPE DIA. (MIN.) BEDDING (CA-7,CA-11 OR CA-13)4
14" OR 

BEDDING (CA-7,CA-11 OR CA-13)

 PIPE DIA. (MIN.)4
14" OR 

12" (MIN.)

(CA-7, CA-11, OR CA-13)
INITIAL BACKFILL

(CA-7, CA-11, OR CA-13)
HAUNCHING

(CA-7, CA-11, OR CA-13)
INITIAL BACKFILL

(CA-7, CA-11, OR CA-13)
HAUNCHING
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OF PIPE FOR RIGID PIPE.

INIT. BACKFILL ONLY TO TOP

   OF 5' DEPTH OR GREATER, OR AS REQUIRED BY MUNICIPALITY.

2. SHORING, OR EQUIVALENT PROTECTIVE SYSTEM, REQUIRED FOR TRENCHES

1. FOR QUALIFIED SEWER CONSTRUCTION ONLY.

NOTES:


