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NATIVE SOIL

CONCRETE LEVEL

SPREADER (OPTIONAL)

COARSE AGGREGATE

(ASTM NO.57 OR CA-7)

2'-3'

1"-2" DROP OFF

MIN. 20% OF TRIBUTARY FLOWPATH

6"

18" MIN.

75' MAX.

TRIBUTARY FLOWPATH

VEGETATION

(SEE NOTES)

3" SHREDDED

HARDWOOD, NON

FLOATABLE

MULCH LAYER

SWALE/STORMWATER

CONVEYANCE FEATURE

SEASONALLY HIGH

GROUNDWATER LEVEL

12"

2" DIA. WEEP HOLES

EVERY 5' CENTER TO CENTER

18" SOIL MEDIA MIX,

50% SAND

30% COMPOST

20% TOPSOIL

(OR DISTRICT MIX)

GEOTEXTILE

FABRIC (SIDES ONLY)

NOTES:

1. MULCH LAYER SHALL BE HARDWOOD MULCH OR OTHER NON-FLOATING GROUND COVER.

2. AVOID INSTALLATION ON SLOPES GREATER THAN 3.00%. AVOID COMPACTING NATIVE SOILS. SCARIFY ANY COMPACTED SOIL.

3. LONGEST FLOW PATH OF CONTRIBUTING DRAINAGE AREA MUST NOT EXCEED 75 FEET.

4. GEOTEXTILE FABRIC SHALL MEET REQUIREMENTS OF IUM MATERIAL SPECIFICATION 592. FOR WOVEN: APPARENT OPENING SIZE OF 0.50 MM (TABLE 1,

CLASS I). FOR NON WOVEN: APPARENT OPENING SIZE OF 0.30 MM (TABLE 2, CLASS II).

5. COARSE AGGREGATE OPTIONS ARE IDOT CA-1, CA-3, CA-7, DISTRICT VULCAN MIX, OR APPROVED ALTERNATE. NO RECYCLED MATERIALS ARE ALLOWED.

6. FOLLOW THE REQUIRED PRETREATMENT MEASURES LISTED ON THE VOLUME CONTROL PRETREATMENT MEASURES DETAIL.
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