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MANHOLE FRAME AND OPEN

LID COVER, PER STANDARDS

INFLOW PIPE

OUTFLOW PIPE
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TYPE "B" CATCH BASIN OR MANHOLE

NOTES:

1. CATCH BASINS MUST CONFORM TO ASTM C-478.

2. CATCH BASIN SECTIONS TO BE TONGUE AND GROOVED.

3.

4.

NON-SHRINK GROUT OR CEMENT TO BE USED ON ALL PENETRATIONS INSIDE AND

OUTSIDE OF STRUCTURE.

ALL PIPE PENETRATIONS TO BE CORED, RUBBER BOOTED AND INTERIOR GROUTED

TWO (2) MAX. PRECAST

CONCRETE ADJUSTMENT

RINGS W/ BUTYL

RUBBER STRIP (8" MAX)

STEEL REINFORCED POLYURETHANE

STEPS (14" WIDE)

11"

12" - 18"

CONCRETE COLLAR

DEPTH VARIES

TYPE "A" CATCH BASIN OR MANHOLE

4" MIN. SAND CUSHION

7"

16" O.C.

OUTFLOW PIPE

 PLATE RESTRICTOR DETAIL: SECTION

PLATE RESTRICTOR DETAIL: ELEVATION

OUTLET PIPE
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ORIFICE HOLE

IN PLATE

4-1/2" DIA. EXPANSION

ANCHORS WITH WASHER

& HEX NUTS

ORIFICE HOLE

(DIA. PER DESIGN)

IN PLATE

SEAL AROUND THE PLATE

WITH EPOXY SEALANT

NOTE:

LATE MUST BE CURVED TO

MATCH INSIDE  RADIUS OF

THE MANHOLE/ CATCH BASIN

1/4" X 16" X 16"

CENTERED ON OUTLET

PLATE PIPE

TWO (2) BUTYL RUBBER

STRIPS (TYPICAL)
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48" FOR 12" - 18" DIA. PIPE

60" FOR 21" - 36" DIA. PIPE
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INSTALL PLATE

RESTRICTOR. SEE

PLATE RESTRICTOR

DETAIL
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(NON-SHRINK) OR CEMENTED, ASTM C923 CONNECTORS IN COMBINED SEWER AREAS.

*

ANCHOR EMBEDMENT SHALL BE 3" MIN.

*

PERMANENTLY SECURE TO PLATE

22" MIN.
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